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EWO SAFETY COUPLING DN 7.4,
GALVANISED STEEL GROMMET HOSE
WIDTH LW 10

SKU: 4030875149531

Safety coupling DN 7.4, galvanised steel
grommet hose width LW 10

Categories: Compressed air fittings,
Compressed air Technology

Product Features: Type: DN 7.4, grommet
Width of hose: LW 10
Length: 86.5 mm
Ambient temperature: -20 to +100 °C
Temperature range: -20 to +100 °C
Brand: EWO
Temperature of medium: -20 to +100 °C
Material: Galvanis
Datasheet

Scope of delivery:
1,00 ST Safety coupling DN 7.4, galvanised
steel grommet hose width LW 10 |

PRODUCT DESCRIPTION

2-stage operation - prevents the "whip effect" when decoupling
- Rotating hose connectors
- Very comfortable to use thanks to the integrated recessed grip
- Materials (wearing parts made entirely of galvanised steel and aluminium housing)
- REACH and RoHS compliant
- Coupling is silicone-free
- ISO 4414, DIN EN 983 Further technical information:
- Flow volume (air): 1800 (at 6 bar system pressure (p1) / pressure drop p =1 bar)l/min
- Flow: 1800 (at 6 bar system pressure (p1) / pressure drop p =1 bar)l/min

PRODUCT DATASHEET LEGAL NOTE

Please note that the information on this datasheet is provided without warranty and is intended only as non-binding information about the
product. Any liability for damages or losses that may arise from the use of this information is excluded. We therefore recommend that you
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verify the information on this datasheet with other sources before making any decisions based on this information. Additional information
about the product can be found on our website.


