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GEDORE SINGLE OPEN-END SPANNER
894 WIDTH ACROSS FLATS 27 MM
LENGTH 239 MM PHOSPHATED WITH
HANGING HOLE

SKU: 4010886657584

1,00 ST Single open-end spanner 894 width
across flats 27 mm length 239 mm
phosphated with hanging hole

Categories: Single open-end spanners,
Spanners

Product Features: Spanner width: 27 mm
Brand: GEDORE
Standard: DIN 894 ISO 3318
Model: 894 27
Overall length: 239 mm

Scope of delivery:
1,00 ST Single open-end spanner 894 width
across flats 27 mm length 239 mm
phosphated with hanging hole |

PRODUCT DESCRIPTION

Surface: Manganese phosphated
- With suspension hole 15° jaw position
- DIN 894 / ISO 3318 Further technical information:
- Length: 239mm
- Surface: Phosphate-coated
- Type: With suspension hole
- Material: CV steel
- Jaw position: 15°

PRODUCT DATASHEET LEGAL NOTE

Please note that the information on this datasheet is provided without warranty and is intended only as non-binding information about the
product. Any liability for damages or losses that may arise from the use of this information is excluded. We therefore recommend that you
verify the information on this datasheet with other sources before making any decisions based on this information. Additional information
about the product can be found on our website.
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