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KÄFER SAFETY DIAL GAUGE DIN 878
SI-90 0.8 MM READOUT 0.01 MM WITH
IMPACT PROTECTION WITH FACTORY
CALIBRATION

SKU: 4054773009100

Safety dial gauge DIN 878 SI-90 0.8 mm
readout 0.01 mm with impact protection with
factory calibration

Categories: Concentricity measuring
instrument, Dial gauges

Product Features: Measuring range: 0.8 mm
Readout: 0.01 mm
Outer ring Ø: 58 mm
Model: SI-90
Readout type: Analogue
Brand: KÄFER
Type: With impact protection
Standard: DIN 878

Scope of delivery:
1,00 ST Safety dial gauge DIN 878 SI-90 0.8
mm readout 0.01 mm with impact protection
with factory calibration |

PRODUCT DESCRIPTION

Dimensions compliant with DIN EN ISO 463
- With free lift and impact protection
- Incorrect pointer revolution prevented
- Zeroing by rotating the knurled outer ring
- Division scales rotatable by 36°
- Exchangeable measuring insert
- Clamping shank (diam. 8 mm h6)
- Measuring pin made of stainless steel Further technical information:
- Free lift: 9.0mm
- Certificate: With factory calibration
- Subject to audit: Yes
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PRODUCT DATASHEET LEGAL NOTE

Please note that the information on this datasheet is provided without warranty and is intended only as non-binding information about the
product. Any liability for damages or losses that may arise from the use of this information is excluded. We therefore recommend that you
verify the information on this datasheet with other sources before making any decisions based on this information. Additional information
about the product can be found on our website.


