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PROMAT CHEMICALS ADHESIVE OIL
FOR SAW CHAINS 100-120 MM²/S (AT
40 DEGC) 5 L

SKU: 4015448552253

Adhesive oil for saw chains 100-120 mm²/s
(at 40 degC) 5 l

Categories: Chemical-technical products,
Oils

Product Features: Contents: 5 l
Container: Canister
Brand: PROMAT CHEMICALS

Scope of delivery:
1,00 ST Adhesive oil for saw chains 100-120
mm²/s (at 40 degC) 5 l |

PRODUCT DESCRIPTION

High-performance mineral oil-based chain oil
- Optimum adhesion
- Effectively protects against corrosion
- Lubrication enhancing additives ensure extremely low chain and rail wear
- For lubricating all power saws makes
- Optimum full lubrication in the summer and winter, even under more difficult operating conditions, also
for sawing hardwood due to high performance reserves
- Density/20 °C 850-900 kg/m³ DIN EN ISO 12185 Viscosity/40 °C 100-130 mm²/s DIN 51562 Flash point >
150 °C ISO 2592 Further technical information:
- Viscosity: 100-120 mm²/s (at 40 °C)

PRODUCT DATASHEET LEGAL NOTE

Please note that the information on this datasheet is provided without warranty and is intended only as non-binding information about the
product. Any liability for damages or losses that may arise from the use of this information is excluded. We therefore recommend that you
verify the information on this datasheet with other sources before making any decisions based on this information. Additional information
about the product can be found on our website.
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