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RIEGLER ADD-ON OIL-MIST
LUBRICATOR THREAD MM 9.5 3/8
INCH FLOW 7000 L/MIN

SKU: 4047322117852

Add-on oil-mist lubricator thread mm 9.5 3/8
inch flow 7000 l/min

Categories: Compressed air Technology,
Oilers

Product Features: Flow: 7000 l/min
Thread: 3/8
Temperature range: Up to +50 °C
Brand: RIEGLER
Thread mm: 9.5
Housing: Polycarbonate
Operating pressure: 2-15 bar

Scope of delivery:
1,00 ST Add-on oil-mist lubricator thread mm
9.5 3/8 inch flow 7000 l/min |

PRODUCT DESCRIPTION

Max. flow rate at 6 bar: Approx. 0.4 cm³ per 100 work cycles - one fill = 3000 work cycles
- Thanks to its compact design and low weight, can be attached directly in front of a compressed air tool
(nail driver, tacker, screwdriver...)

PRODUCT DATASHEET LEGAL NOTE

Please note that the information on this datasheet is provided without warranty and is intended only as non-binding information about the
product. Any liability for damages or losses that may arise from the use of this information is excluded. We therefore recommend that you
verify the information on this datasheet with other sources before making any decisions based on this information. Additional information
about the product can be found on our website.
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