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RIEGLER PVC COMPRESSED AIR HOSE
SET INTERNAL DM 9 MM EXTERNAL
DM 15 MM LENGTH 5 M QUICK-LOCK
COUPLING DN 7.2

SKU: 4047322401869

PVC compressed air hose set internal dm 9
mm external dm 15 mm length 5 m quick-
lock coupling DN 7.2

Categories: Hose Technology, Pressure and
compressed air hoses

Product Features: Type: Quick-lock coupling
DN 7.2
Internal Ø: 9 mm
External Ø: 15 mm
Thickness of wall: 3 mm
Operating pressure: 15 bar
Length: 5 m
Inner liner: PVC
Outer cover: PVC
Lowest temperature: -15 °C
Mater

Scope of delivery:
1,00 ST PVC compressed air hose set internal
dm 9 mm external dm 15 mm length 5 m
quick-lock coupling DN 7.2 |

PRODUCT DESCRIPTION

Flexible, pressure resistant and abrasion-resistant standard hose, ageing resistant
- Assembled with brass insertion nozzle and brass quick-lock coupling DN 7.2 Not suitable for direct
assembly on pulsating tools
- We recommend use of our vibration dampener, to ISO 6150 § 7.1 Further technical information:
- Temperature range: -15 to +60°C
- Subject to audit: Yes
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