
Copyright © 2023 Actik Tools All rights reserved

 

Our retail price is a recommendation only. Prices in offer may differ. All prices indicated 0,00 € will follow in the offer.

ROECKLE HORIZONTAL SPIRIT LEVEL
DIN 877 ACCURACY 0.1 MM/M 0.6
MM/M 300 X 42 X 42 CM

SKU: 4030616406305

Horizontal spirit level DIN 877 accuracy 0.1
mm/m 0.6 mm/m 300 x 42 x 42 cm

Categories: Precision spirit levels, Spirit
levels and accessories

Product Features: Accuracy: 0.1 mm/m
Measuring range: 0.6 mm/m
Standard: DIN 877
Brand: ROECKLE

Scope of delivery:
1,00 ST Horizontal spirit level DIN 877
accuracy 0.1 mm/m 0.6 mm/m 300 x 42 x 42
cm |

PRODUCT DESCRIPTION

DIN 877
- Precision design
- Stable type made of high-quality special cast iron, textured coating
- Flat and prismatic (150°) measuring surfaces, finely ground, with ground and split longitudinal level with
side view
- With transverse level and full heat protection
- Suitable for aligning horizontal surfaces and shafts Further technical information:
- Dimensions: 300 x 42 x 42cm Supplied in plastic case

PRODUCT DATASHEET LEGAL NOTE

Please note that the information on this datasheet is provided without warranty and is intended only as non-binding information about the
product. Any liability for damages or losses that may arise from the use of this information is excluded. We therefore recommend that you
verify the information on this datasheet with other sources before making any decisions based on this information. Additional information
about the product can be found on our website.
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