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SOUDAL ADHESIVE AND SEALING
AGENT FIX ALL FLEXI WHITE 470 G

SKU: 5411183005594

Adhesive and sealing agent Fix All Flexi white
470 g

Categories: Assembly adhesives and
accessories, Chemical-technical products

Product Features: Colour: White
Contents: 470 g
Container: Cartridge
Construction material class: DIN 4102, Part 4:
B2
Brand: SOUDAL

Scope of delivery:
12,00 ST Adhesive and sealing agent Fix All
Flexi white 470 g |

PRODUCT DESCRIPTION

High quality, neutral, permanently elastic 1-component adhesive/sealing agent, hybrid polymer-based
- Construction material class B2 (DIN 4102 part 4)
- Almost odourless, non-corrosive
- Water resistant and seawater resistant
- Very good coating compatibility to DIN 52452-A1, can be coated over wet-on-wet
- Colourfast, resistant to weather and UV
- Stress free structural bonding between metals, plastics (except PE, PP, PTFE and silicone) and
hardwoods
- Structural bonding of vibrating constructions
- Stress free adhesion/sealing in rail car, container, ship, bodywork, vehicle, caravan and apparatus
construction
- Seals in air conditioning and ventilation construction
- Sanitary seals
- Sealing of welds and floor joints
- Thermal resistance: -40 °C to +90 °C
- Silicone-free Further technical information:
- Curing time: Approx. 2-3 mm/24 h
- Chemical basis: Hybrid polymer
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- Processing temperature: 0 to +35°C
- Thermal resistance: -40 to +90 °C

PRODUCT DATASHEET LEGAL NOTE

Please note that the information on this datasheet is provided without warranty and is intended only as non-binding information about the
product. Any liability for damages or losses that may arise from the use of this information is excluded. We therefore recommend that you
verify the information on this datasheet with other sources before making any decisions based on this information. Additional information
about the product can be found on our website.


