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TRICOFLEX DRINKING WATER HOSE
PROFILINE AQUA PLUS INTERNAL DM
19 MM WALL THICKNESS 4 MM
LENGTH 50 M

SKU: 3506111552560
50,00 MT Drinking water hose Profiline Aqua

Plus internal dm 19 mm wall thickness 4 mm
length 50 m

Categories: Drinking water hoses, Hose
Technology

Product Features: External @: 27 mm
Thickness of wall: 4 mm

Operating pressure: 16 bar

Bending radius: 215 mm

Bursting pressure: 48 bar

Length: 50 m

Temperature range: -15 to +60 °C
Colour: Blue

Inner liner: Polyethyl

Scope of delivery:

50,00 MT Drinking water hose Profiline Aqua
Plus internal dm 19 mm wall thickness 4 mm
length 50 m |

PRODUCT DESCRIPTION

Multi-layered hose for drinking water

- With polyester thread reinforcement and a polyethylene inner liner

- Blue cover

- KTW A and DVGW-W270 tested

- Approved according to the European Directive for contact with food 2007/19 CE in the category A/B/C/D
and also for olive oil X and Xb (Reg. 10/2011 conformity)

- Also approved for milk according to EU Regulation No. 10/2011/EU, test report K-291563-17 Ko
(11/2017) of the Ruhrgebiet hygiene institute in accordance with the KTW (drinking water contact)
guidelines of the German Federal Environment Agency Temperature range: -15 °C to +60 °C Areas of use:
Festivals and other events, supply line for mobile drinks dispensing facilities, alcoholic liquids/drinks, milk
products, vegetable oils, drinking water supply for trade fairs, municipal water supply companies, use in
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the commercial sector and in private homes, the food industry Further technical information:
- Weight: 254g/m

PRODUCT DATASHEET LEGAL NOTE

Please note that the information on this datasheet is provided without warranty and is intended only as non-binding information about the
product. Any liability for damages or losses that may arise from the use of this information is excluded. We therefore recommend that you
verify the information on this datasheet with other sources before making any decisions based on this information. Additional information
about the product can be found on our website.
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